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Abstract—The traditional ac power system is challenged by
the increased amount of distributed energy resources. Enormous
changes and investments are necessary in order to achieve an
ac smart grid capable of coping with the challenges introduced.
In dc, solutions seem to be more straightforward since most of
the distributed energy sources and most of the loads connected
to the low voltage grid operate with dc. For this reason, dc
distribution systems should be considered as an alternative with
significant potential. Nevertheless, nowadays research is mainly
focused on local dc nano- and microgrids. This paper introduces
relevant aspects related to dc distribution networks. A wide field
of opportunities and challenges are briefly exposed.

I. CHALLENGES IN THE AC POWER SYSTEM

The increasing participation of intermittent renewable en-
ergy generation and the rising adoption of distributed gener-
ation technologies pose new challenges both to transmission
and distribution grid operators. Major changes are needed to
ensure the reliability of the electricity supply. Future power
systems should be able to cope with the higher uncertainties
introduced to the network by the intermittent sources, but also
with the bidirectional power flows introduced by the small
generation units installed at the distribution or even at the
household level.

Smart-grid applications can provide higher flexibility by
allowing the controlled injection of locally generated electrical
energy and by enabling the optimization of energy storage,
leading to a better deployment of resources and a better
match between energy production and energy consumption.
Furthermore, nano and microgrids will play a crucial role in
the energy infrastructure of the future. In ac this can be quite
complex and expensive. For example solid state transformers
are proposed to decouple the ac frequency of microgrids by
implementing four ac/dc conversion steps [1].

The electric energy demand is growing worldwide. On one
hand there is still a significant lack of infrastructure in devel-
oping countries and on the other hand the networks are close to
reach their maximum capacity in crowded cities of developed
countries. Therefore we currently have the opportunity to
rethink the whole system and to determine if indeed dc is
the most suitable option both for the new energy distribution
infrastructures to come, but also for existing systems requiring
a refurbishment.

II. COMEBACK OF DIRECT CURRENT

The war of currents lead by Edison with dc and by
Westinghouse and Tesla with ac was won by the latter a
century ago for good reasons. However as time passed and new
developments were made, the arguments of this victory started
to become weaker. Nowadays, power electronics can carry
out dc/dc conversion and in this way, enable what hundred
years ago only ac transformers could do properly: to change
voltage levels. DC is already having a comeback in HVdc
power transmission systems as line losses are much for dc lines
than for ac. In addition to that, the prevention of skin effects
and the fewer problems with cable capacitance, especially for
sea cables, are two other strong arguments supporting HVdc
systems.

At low voltage, dc is having a come back too, particularly
inside the devices. Previously ac transformers were used to
bring down the voltage to usual application levels, e.g. 20V,
and rectification was done thereafter. Today ac transformers
in devices are more and more being replaced with dc/dc
converters. Thanks to their higher switching frequencies, typ-
ically 100 kHz instead of 50/60Hz with ac, much smaller
passive components are required, which reduces size, weight
and material costs. Today even ac motors are more and more
driven by motor controllers using ac/dc followed by dc/ac
conversion, which allows variable speed control.

Due to the growing environmental concerns, we are encour-
aged to shift towards a more sustainable energy scenario by the
use of more renewable energy sources. Distributed renewable
energy technologies are either dc inherently, e.g. photovoltaics,
or use a dc link to decouple rotation speed from the ac grid
such as in the case of wind power. Batteries operate in dc
and their application is evolving in electric vehicles and other
devices. As a consequence, it seems reasonable to bring dc
one step higher, namely, to the distribution level and in this
way connect the generation units and the loads directly to dc,
eliminating dc/ac and ac/dc conversions.

Nowadays off-grid dc microgrids are used to power re-
mote telecommunication infrastructures. Traditionally -48 V
has been used as the voltage level for this kind of infras-
tructure. In the past, backup batteries were directly connected



to the grid for these systems, however lately batteries have
been connected with dc/dc converters in order to allow better
control [2].

The adoption of LVdc systems in data centers, over the
conventional ac backbone systems, can provide several benefits
namely, improved efficiency, lower capital cost, lower use of
copper in cables, higher reliability, lower amount of floor
space, and lower harmonics [3]. The dc data center built
by Lawrence Berkeley National Laboratory exhibited 28%
improved efficiency compared to 208 V ac supply, 7% better
efficiency compared to 415 V ac supply, 15% lower capital
costs, 20-100 times lower use of copper, 33% less floor space
and 100% increase in reliability.

EMerge Alliance proposed a dc microgrid for commercial
interiors and data/telcom centers that can be used along with
ac [4]. In terms of standards, the Occupied Space Standard
proposed the use of a 24 V dc grid for commercial interiors
whereas the Data/Telecom Center Standard proposed the use
of a 380 V dc grid. In the first case, the voltage is set to a low
value of 24 V as it is safe and does not require metal jacketing,
metal junction boxes, ground wires and expensive protection
means. In the second case, a 380 V dc grid is used in order
to support high power loads, longer and thinner cables and
to remain within the Class 1 voltage limits set for NEC. It is
important to note that these systems are mid-point grounded,
so effectively of only ±190 V. This is reasonable as long as
only local dc nano- and microgrids are considered.

A recent implementation of a LVdc system was carried out
in the Netherlands for the provision of public street light [5].
The system contains smart lamps, in which the intensity and
the on/off switching are individually controlled from a central
controller using power line communication. The system does
not use electrolytic capacitors, which increases the lifetime of
the drivers, and the system capacitance is very small as the rate
of change of loads during turning on and off of each device
is controlled. Grounding and safety is also systematically and
practically implemented.

Another representative implementation is a field test of a
LVdc distribution network that was carried out in Finland [6]
using ±750 V dc. It was observed that LVdc distribution
becomes economically attractive for Finnish rural areas com-
pared to 20 / 0.4 kV ac distribution when distance is over 1 km.
The LVdc network was designed considering the LV standards
HD 60364, IEC 60364, IEC 60664, EN 50160. In this project
the dc power is still converted to ac at every house.

III. VIABLE FUTURE PATH FOR LVDC

The implementation of large scale distributed generation in
the form of PV and the adoption of electric cars will pose
a new demand for the use of dc grids at the customer end.
Charging electric vehicles (EV) directly from PV via a dc
connection will reduce the conversion stages and this will
result in improved efficiency [7]. Vehicle-to-grid operation of
EV will be simplified with a dc microgrid. The next step will
be to connect other dc loads like LED lighting, heat pumps,
variable-frequency drive machines like washing machines and

refrigerators where currently ac/dc rectifiers are required to
power the appliances. All this is interesting for partially new
investments and for the deployment of hybrid ac/dc systems.

A. Transition to a DC System

The transition to a true dc distribution grid is a big chal-
lenge, even if dc outperforms ac. The high initial investment
cost prevents the replacement of the whole ac distribution grid
at one time. This results in a chicken-and-egg problem: the
lack of available dc devices hinders the implementation of
small dc grids while the lack of dc grids prevents manufactures
from building dc devices. A way to tackle this problem is
to introduce dc ready devices that work on both ac and dc.
Large volumes of ac consumers would also let play economics
of scale for the early adopting dc consumers. Moreover, the
costs of dc ready devices are not significantly higher than for
ac only devices, as shown in [8].

B. Fewer Pluggable AC Devices

It should be noted that in the future fewer devices will
be connected directly to the ac grid. Already today, small
devices like mobile phones are powered by USB cables. The
USB Type-C connector with the new USB Power Delivery 2.0
Standard increases the power up to 100 W (20 V and 5 A) and
allows bidirectional power flow [9]. The first devices to be
sold with these characteristics are expected in early 2015 and
should be widely available around the time of publication of
this paper. Regulations may increase the speed of adoption.

It can be expected that over time the complete range of low
power devices will be available with this type of connector.
As a result, only few appliances will be left to be connected
directly to the ac or dc grid. Most of them are devices that
are fixed in the building like heat pumps, washing machines,
cooking facilities and lighting. This will simplify the shift to
dc in the future.

C. New Infrastructure & Developing Countries

Replacing a working ac distribution infrastructure by a dc
equivalent at one time will probably not be a viable solution
as the investment costs would be tremendous. However when
infrastructure needs to be replaced anyway, it may be a good
option to go for dc. In developed countries, it is mainly
interesting for newly built quarters to choose dc instead of
ac. Nevertheless, increasing the power of existing cables by
choosing dc is also an interesting business case in these
regions.

In developing countries with unreliable electrical ac infras-
tructure however, the barrier to move to dc is lower. The
overall cost for traditional ac power systems is often high, as
backup diesel generators are often installed. A dc distribution
system that includes demand response would allow to use
the available power. In rural areas that are not connected
to an electricity grid it would be very interesting to directly
invest in a dc distribution grid instead of an ac one since no
infrastructure needs to be replaced. This could turn out as it
occurred in the case of the telecommunication infrastructure:



in many developing countries land lines where skipped in favor
of a cellular network. However a standardized universal dc
distribution system would still be needed.

IV. OPPORTUNITIES AND CHALLENGES

To enable the extended use of dc, it is important to think big
from the start. While dc nano- and microgrids can be used to
connect for example PV, storage and LED lighting in otherwise
ac houses, it is important to already start thinking about
the necessary steps to implement a dc distribution network.
It is crucial to take the unique chance of defining a new
power system and explore all opportunities for the future dc
smart grid at this moment, particularly when the electricity
infrastructure in developing countries is emerging and the
existing networks in developed countries are reaching their
maximum capacity. In addition to that, devices should be ready
to be connected to a dc grid in the future, even if used first in
isolated systems.

A. Grid Architectures

One of the interesting opportunities provided by dc is the
possibility of operating meshed distribution grids. This cannot
be done in ac due to the fact that power flow is based on phase
angle difference. A meshed dc distribution grid built out of
interconnected microgrids potentially increases the reliability.
The advantage is that power from distributed generators could
take the direct path without conversion to higher voltage levels
up and down. In case of local failures, other paths would still
allow a limited amount of power flow. Of course the prevention
of over currents has to be considered.

A LVdc distribution grid can be connected to a MVac grid
at multiple points or a MVdc grid could be used. This aspect
however is not as critical to be standardized as this part of the
system can be fully controlled by the grid owner.

Further, it is important to considered that until now it is
often assumed that there will be ac/dc or dc/dc converters at the
meter located at each house entrance respectively. While this
has the convenience of decoupling the systems it is probably
not an optimal solution. Converters would need to be sized
for the peak power and there is an additional conversion step
required. However disconnection in case of faults should be
provided to increase reliability by use of decentralized energy
resources. The lowest voltage level covering all devices has to
be considered simultaneously as one system.

B. Voltage Levels

One of the challenges in LVdc is to standardize the voltage
levels. Ultra low voltage level as currently often seen in
dc nano- and microgrids like 24 V proposed by EMerge
Alliance [4], 48 V in the telecommunication industry [2] or
the 20 V of USB PD Standard [9] suitable to connect small
devices are not high enough for a distribution grid with longer
distances.

It is expected that the standardization of input voltage levels
for generic devices will converge to a value between 350 V and
400 V. These voltage levels are also widely used in the dc links
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Fig. 1. Bipolar LVdc voltage levels and how devices could be connected [5].

of ac power supplies today. Emerge Alliance proposes to use
midpoint ground, therefore effectively making ±190 V out of
the 380 V. This can be suitable for isolated local dc grids, like
today’s data centers.

When it comes to longer distances as in a distribution grid,
higher voltages are necessary. Using true bipolar systems will
half the line losses for balanced systems while copper can
be reduced. Generic devices should then be made such that
they can be connected to a midpoint grounded system ground
but also between a positive and a neutral or a neutral and
a negative pole. Bigger devices – that are today connected to
three phase ac – could be connected directly between a positive
and a negative pole. Fig. 1 illustrates this as proposed with
±350 V by Direct Current B.V. [5]. A ±700 V grid could then
be made for applications where a lot of big loads have to be
connected. With some room for over voltage droop regulation
considered, this is still the under 1500 V limit imposed by the
IEC low voltage regulation.

C. Market Integration

Increased amount of distributed energy resources suggest
new market models. Prosumer market models will encourage
market participation. Real-time pricing has the potential to
encourage the use of energy when it is available. Moreover,
nodal pricing allows to represent grid congestion through
market prices: prices will defer at both ends of the congested
infrastructure. Connecting the market closer to the physics
should be investigated and losses in the grid could be included
in the market price [10].

A hierarchical distributed market model would allow the
local usage of energy even when there is a failure at a higher
voltage level in the network. Demand response should be
incorporated into all devices at least based on undervoltage in
order to allow the use of available energy even if the demand
exceeds the supply [11]. A good market model and real-time
pricing could reduce the necessary rated converter power and
the need of additional storage to shift energy from times with
high supply to those with high demand. Local storage can be
used to allow lower peak power in converters and parts of the
grid are thereby weakly coupled.



D. Control and Communication

Microgrids should have intelligent decision-making capabil-
ities for the security, reliability, efficiency and sustainability of
the system. As the bulk grid is becoming more of an ”internet
of energy”, there should be a way of communication between
different terminals in order to enable control strategies. Gen-
erally, control strategies can be categorized into centralized,
decentralized, distributed and hybrid [12]. Communication
is used in centralized and distributed control, whereas no
communication is generally used in decentralized and hybrid
control. Distributed control has the potential to be the most
practical way of control in LVdc because of the fact that it can
provide optimal load sharing, high expandability and interme-
diate reliability. However, there needs further investigation on
how much communication is needed for different application.

The use of different kinds of communication methods at
different levels of dc has become an interest of research
for grid control and data communication. At multi-terminal
HVdc and MVdc, communication is mainly used to enable
optimized power flow [13]. In LVdc, different communication
methods are used for different applications. In [14], wireless
communication is implemented for dc grid control. Moreover,
wireless communication is a common practice in stand-alone
PV [15], dc LED lighting [16] and parallel dc/dc converters
for current sharing [17]. The use of Control Area Network
(CAN) bus is demonstrated in [12] for dc grid control.

In the case of household applications, optimal energy ex-
traction from renewable sources, smart human interface and
the possible future market participation, makes the need for
more communication bandwidth and infrastructure. Advances
in power line communication technologies have made the use
of existing cable infrastructure more economically viable. The
use of narrow band power line communication (10 to 500 KHz)
for low voltage dc grid control should be investigated. There
has been some research done on channel modeling of dc
grid [18] and on the effect of noises on communication and
the possible remedial actions. However, the effect of power
line communication filters on control strategies needs further
investigation. The use of broad band power line communica-
tion (2 to 30 MHz) for internet and home automation should
be researched and it has to be clarified if communication in
buildings should only use this band.

E. Constant Power Loads

The dynamics of LVdc systems differ from a traditional ac
systems due to the inertia of the system. At the consumer side,
most electronics having power electronics interface (PEI) act
as constant power loads. Constant power loads have negative
resistance during a microgrid disturbance [19]. The inertia of
the system is dependent either on the stored energy in the pas-
sive component, mostly capacitors, or on how fast the convert-
ers respond to the system disturbance. The negative impedance
characteristics of PEI with the passive components in a LVdc
network introduces instability. LVdc microgrid stability in
connections with constant power loads at different levels of
network complexities has been addressed with small-signal

analysis by linearizing the nominal operation for specific types
of power converters. The solution for stability problems can
be grouped into two strategies: hardware-based and controller-
based. In the case of hardware-based, the solution is based on
adding capacitors [20], adding storage [21], and carrying out
load shedding [22]. In the case of controller-based solutions,
linear PID and passivity control [23] and non-linear boundary
controller are used [24].

Small-signal control-based solutions have limitations in
terms of their practical implementation, particularly in big
systems. In the case of linear controller-based, the PID control
works only for local system characteristics, which limits the
control to a local equilibrium point. Moreover, the passivity
controller-based control applies for single direction of current,
which makes it inapplicable for bi-directional power trans-
fer. In the case of non-linear controller-based, the boundary
controller-based works with state space switching surface
boundary. This method requires the identification of state space
boundaries mathematically for each converter, which makes it
complex for big systems having a wide range of power levels
and for networks having a variation in time with the number
of power electronics loads.

Large-signal based LVdc control strategies, which address
the inertia of the system, have not been independently studied.
With a hardware-based strategy, the inertia of the system will
increase, however this will negatively affect the cost of the
system, reliability, complexity and will increase fault currents.
A step change in load in the LVdc could create a system
collapse if the inertia of the system is low or the rate of
change of the load is not controlled [25]. There has not been
a systematic approach to address the problem of low inertia
of the LVdc and constant power loads. Decreasing the system
capacitance decreases the fault current of LVdc and allows the
use of breakers with considerably less peak currents. Directly
coupling batteries into a LVdc grid, solves the problem of the
inertia. Nevertheless, sizing and paralleling of the batteries and
also faulting issues have to be addressed.

F. Protection Strategy

Conventional LVdc protection categories are utility, con-
verter, distributed generation unit, feeder and bus-bar [26].
In a conventional LVdc, where the system capacitor is large,
bus-bar protection is the main concern as the other protec-
tion categories can be easily incorporated with in the PEI.
For conventional LVdc, commercially available dc protection
devices can be used like molded-case circuit breakers, fast
static switches [27]. Fuse is possible but it needs an overrated
design of source PEI [26] to have high current for generating
enough heat. A smart solution with fast detection and isolation
mechanism for high impedance faults can be designed and
easily achieved for conventional LVdc. Protection coordination
needs to be looked further at application level of LVdc.

However, in non-conventional LVdc systems, batteries are
decoupled from the system using PEI and terminal capacitors
of loads are decoupled using diodes. Detection and isolation
can be tricky, therefore a smart way of fault identification



should be achieved due to the small value of fault current.
One of the simplest approaches is the use of breakers based
on voltage levels on the system. However, a thorough study on
low inertia LVdc or other optimized architectures is necessary.
Decoupling batteries and terminal capacitors decreases the sys-
tem inertia (stored energy in the bus) and leads to complicated
control strategies.

Grounding is a complex aspect. Ungrounded, high, and low
impedance grounding connected either to the positive, neutral
or negative bus-bars are the common approaches. Ground
faults, safety and corrosion are concerns of the different
methods. Plug-related arching for consumer electronics needs
to be investigated as there is not an inherent zero voltage
crossing in the dc bus to minimize it. With constant power
loads dominating any microgrid, arching current increases
when plugging out a load from the dc bus [28]. The influence
of constant power loads in arching during plugging in and out
has not been addressed.

Some of the practical challenges that need further inves-
tigation in LVdc are lightning and electromagnetic compat-
ibility. Preventing high voltage spikes, for example by the
use of varistors at strategic locations, would allow the use
of MOSFETs in LVdc.

V. CONCLUSION

Using dc instead of ac for the smart grids could be an
interesting option for the future. The main challenge is that
most research topics mentioned in Section IV are heavily
interdependent and in order to accomplish a universal dc
distribution system, all these aspects have to be considered.

Standardization is essential at the voltage levels where
most devices will be connected. However it is important
not to only consider local dc nano- and microgrids but to
consider their connection to a full universal dc distribution
system. Standardization will allow developing countries to
choose dc when electrifying rural areas or when investing in
new infrastructure in large scale. However, also in developed
countries dc could be an attractive option as an alternative to
ac smart grids. More research is required to support this.

REFERENCES

[1] Y. Du, S. Baek, S. Bhattacharya, and A. Q. Huang, “High-voltage high-
frequency transformer design for a 7.2kV to 120V/240V 20kVA solid
state transformer,” in IECON 2010 - 36th Annual Conference on IEEE
Industrial Electronics Society. IEEE, Nov., pp. 493–498.

[2] T. Dragicevic, J. C. Vasquez, J. M. Guerrero, and D. Skrlec, “Advanced
LVDC Electrical Power Architectures and Microgrids: A step toward
a new generation of power distribution networks.” IEEE Electrification
Magazine, no. 1, pp. 54–65, Mar.

[3] G. Allee and W. Tschudi, “Edison redux: 380 Vdc brings reliability
and efficiency to sustainable data centers,” IEEE Power and Energy
Magazine, vol. 10, pp. 50–59, 2012.

[4] EMerge Alliance, “Occupied Space Standard, Data/Telecom Center
Standard.”

[5] H. Stokman, “Direct Current B.V.” [Online]. Available:
http://www.directcurrent.eu

[6] T. Kaipia, P. Nuutinen, A. Pinomaa, A. Lana, J. Partanen, J. Lohjala,
and M. Matikainen, “Field test environment for LVDC distribution -
implementation experiences,” in CIRED 2012 Workshop: Integration of
Renewables into the Distribution Grid, pp. 324–324.

[7] C. Hamilton, G. Gamboa, J. Elmes, R. Kerley, A. Arias, M. Pepper,
J. Shen, and I. Batarseh, “System architecture of a modular direct-DC
PV charging station for plug-in electric vehicles,” in IECON 2010 - 36th
Annual Conference on IEEE Industrial Electronics Society. IEEE, Nov.,
pp. 2516–2520.

[8] L. Mackay, L. Ramirez-Elizondo, and P. Bauer, “DC Ready Devices
Is Redimensioning of the Rectification Components Necessary?” in
Mechatronika 2014 - 16th International Conference on Mechatronics.
IEEE, 2014, accepted.

[9] USB Promoter Group, “Universal Serial Bus Revision 3.1 Specification,”
2014. [Online]. Available: http://www.usb.org/developers/docs/

[10] L. Mackay, M. Imhof, R. Wiget, and G. Andersson, “Voltage dependent
pricing in DC distribution grids,” in IEEE PowerTech 2013 Conference
Grenoble. IEEE, Jun., pp. 1–6.

[11] L. Mackay, P. Kolios, L. Ramirez-Elizondo, and P. Bauer, “Voltage De-
pendent Demand Response in DC Microgrids Hysteresis Challenges,”
in IEEE PowerTech 2015 Conference Eindhoven, 2015, submitted.

[12] S. Anand, B. G. Fernandes, and J. Guerrero, “Distributed Control to
Ensure Proportional Load Sharing and Improve Voltage Regulation in
Low-Voltage DC Microgrids,” IEEE Transactions on Power Electronics,
no. 4, pp. 1900–1913, Apr.

[13] R. Pinto, “Multi-Terminal DC Networks, System integration, Dynamics
and control,” Ph.D. dissertation, 2014.

[14] C. Jin, P. Wang, J. Xiao, and S. Member, “Implementation of Hierar-
chical Control in DC Microgrids,” vol. 61, no. 8, pp. 4032–4042, 2014.

[15] Jung-Won Seo, Sol Moon, Jong-Ho Jang, and Joung-Hu Park, “Stand-
alone operation with a centralized controller for multiple PV module
converters,” in 2013 IEEE 10th International Conference on Power
Electronics and Drive Systems (PEDS). IEEE, Apr., pp. 1335–1337.

[16] L. H. Koh, Y. K. Tan, Z. Wang, and K. Tseng, “An energy-efficient low
voltage DC grid powered smart LED lighting system,” in IECON 2011
- 37th Annual Conference of the IEEE Industrial Electronics Society.
IEEE, Nov., pp. 2883–2888.

[17] S. K. Mazumder, M. Tahir, and K. Acharya, “MasterSlave Current-
Sharing Control of a Parallel DCDC Converter System Over an RF
Communication Interface,” IEEE Transactions on Industrial Electronics,
no. 1, pp. 59–66, Jan.

[18] J. Anatory, N. Theethayi, R. Thottappillil, and S. Member, “The Effects
of Load Impedance , Line Length , and Branches in Typical Low-Voltage
Channels of the BPLC Systems of Developing Countries : Transmission-
Line Analyses,” vol. 24, no. 2, pp. 621–629, 2009.

[19] A. Emadi, A. Khaligh, C. Rivetta, and G. Williamson, “Constant Power
Loads and Negative Impedance Instability in Automotive Systems: Def-
inition, Modeling, Stability, and Control of Power Electronic Converters
and Motor Drives,” IEEE Transactions on Vehicular Technology, no. 4,
pp. 1112–1125, Jul.

[20] C. Rivetta and G. Williamson, “Large-signal analysis and control of buck
converters loaded by DC-DC converters,” in 2004 IEEE 35th Annual
Power Electronics Specialists Conference (IEEE Cat. No.04CH37551).
IEEE, pp. 3675–3680.

[21] I. Gadoura, V. Grigore, J. Hatonen, J. Kyyra, P. Vallittu, and T. Suntio,
“Stabilizing a telecom power supply feeding a constant power load,” in
INTELEC - Twentieth International Telecommunications Energy Con-
ference (Cat. No.98CH36263). IEEE, pp. 243–248.

[22] R. S. Balog, W. W. Weaver, and P. T. Krein, “The Load as an Energy
Asset in a Distributed DC SmartGrid Architecture,” IEEE Transactions
on Smart Grid, no. 1, pp. 253–260, Mar.

[23] A. Kwasinski and P. T. Krein, “Stabilization of constant power loads in
Dc-Dc converters using passivity-based control,” in INTELEC 07 - 29th
International Telecommunications Energy Conference. IEEE.

[24] A. Kwasinski, C. N. Onwuchekwa, and S. Member, “Dynamic Behavior
and Stabilization of DC Microgrids With Instantaneous Constant-Power
Loads,” vol. 26, no. 3, pp. 822–834, 2011.

[25] T. G. Hailu and F. J. Josifovic, I, “Effect of Power Line Communication
On DC Grid Stability.”

[26] D. Salomonsson, L. Soder, and A. Sannino, “Protection of Low-Voltage
DC Microgrids,” IEEE Transactions on Power Delivery, no. 3, pp. 1045–
1053, Jul.

[27] H. J. Laaksonen, “Protection Principles for Future Microgrids,” IEEE
Transactions on Power Electronics, no. 12, pp. 2910–2918, Dec.

[28] L. Mackay, A. Shekhar, B. Roodenburg, L. Ramirez-Elizondo, and
P. Bauer, “Series Arc Extinction in DC Microgrids using Load Side
Voltage Drop Detection,” in PES General Meeting. IEEE, 2015,
submitted.


